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We report thermoelectric measurements on a silicon nanoribbon in which an integrated gate provides
strong carrier confinement and enables tunability of the carrier density over a wide range. We find a
significantly enhanced thermoelectric power factor that can be understood by considering its behavior as a
function of carrier density. We identify the underlying mechanisms for the power factor in the nanoribbon,
which include quantum confinement, low scattering due to the absence of dopants, and, at low
temperatures, a significant phonon-drag contribution. The measurements set a target for what may be
achievable in ultrathin nanowires.
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Highly doped semiconductors are the class of thermoelectric materials with the highest figure of merit [1,2]. The
figure of merit ZT is a composite equal to S2 T=, where S
is the thermopower,  is the electrical resistivity,  is the
thermal conductivity, and T is the operating temperature.
In semiconductors, the power factor S2 = and the thermal
conductivity  are largely decoupled [3]. The power factor
is governed by charge carrier transport, and it is well
known that it can be increased with doping, until high
doping levels are reached [4,5]. In contrast, thermal transport is governed largely by phonon scattering. Good
thermoelectric materials have small , which in principle
can be accomplished without a significant degradation of
electronic properties, such as the power factor. (This
approach is often referred to as the ‘‘electron-crystal,
phonon-glass’’ approach [3]). Reduced  is achievable
through alloying, surface roughening [6,7], or incorporating structural heterogeneities [8,9]. Recently, silicon
nanowires and nanoribbons have emerged as promising
thermoelectric materials [10,11], because of reduced
thermal conductivity caused by phonon scattering at rough
boundaries. In this context, it is important to understand
how the power factor in silicon nanostructures can be
maximized, a process that should ideally make use of
high carrier densities and quantum confinement [12].
In this Letter, we report thermoelectric measurements
on a silicon nanoribbon with an integrated back gate. Such
a gate, while precluding the measurement of thermal
conductivity, enables tuning the carrier density in a single
device and simultaneously provides strong carrier confinement. Using this approach, we find a significantly enhanced thermoelectric power factor, relative to what has
been earlier achieved. We can understand the enhancement
by considering the behavior of the power factor as a
function of carrier density and temperature. We identify
the underlying mechanisms for the large power factor,
which include enhancements due to quantum confinement,
low carrier scattering due to the absence of dopants, and,
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at low temperatures, significant phonon drag of up to 46%
of the total thermopower. The measurements and modeling
demonstrate that strong quantum confinement and high
carrier density can indeed enhance the power factor in
confined Si structures, consistent with long-standing
theoretical predictions [12]. Thus, our measurements set
a target for what may be achievable in ultrathin nanowires.
Figure 1 shows a scanning electron micrograph of a
thermoelectric device formed from an individual gated
nanoribbon of thickness 20 nm. The device is fabricated
from (110) silicon-on-insulator (SOI) using electron beam
lithography and reactive ion etching with SF6 and O2
gases. The nanoribbon is oriented along the high-hole
mobility ½110
direction. The green-shaded Ni wires act
as thermometers and electrical contacts to the nanoribbon,

FIG. 1 (color). Gated Si nanoribbon thermoelectric device.
(a) Colorized scanning electron micrograph of a device with
the same structure as the one measured here. The surface is

(110), and the nanowire is oriented along the ½110
direction.
(b) Perspective schematic diagram of the sample. Inset: The red
curve shows the charge distribution in the nanoribbon when the
sheet density ns ¼ 2:15  1012 cm2 . The horizontal lines are
the subbands derived from the heavy-hole band; the subbands
derived from the light-hole and split-off bands are omitted from
the plot, for clarity. The Fermi level is at zero energy.
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and are patterned with electron beam lithography, followed
by O2 plasma cleaning, an HF dip, 110-nm-thick nickel
deposition by electron beam evaporation, and annealing at
220  C for 5 min in forming gas. In the measurements
discussed below, there will be some temperature drop at
the metal-semiconductor contacts. This effect is minimized
by the geometry of the contacts, which are in parallel
with the heat flow rather than in series with it [13]. We
also use contacts that are the same on both ends of the
ribbon, to maximize symmetry, because any temperature
offset that is the same on both sides will cancel out in the
analysis. The orange-shaded integrated heater is visible at
the top of the image. The width and length of the nanoribbon are W ¼ 420 nm and L ¼ 10 m, respectively.
A back gate enables in situ tuning of the carrier density
[Fig. 1(b)].
Figure 2 shows the experimentally obtained hole thermopower S as a function of the back-gate bias Vg (the top
axis). As the back-gate voltage decreases, the measured
thermopower increases dramatically. Further, the mobility
remains high over this gate voltage range, as shown by the
blue curve in Fig. 3(a). The combination of this strong
thermopower and high mobility is a very large power
factor, as shown in Fig. 4(a).
To understand these results, it is very useful to compare
to theory, and such a comparison is best made by looking
at the dependence of the thermopower and power factor
on carrier density and temperature. Such a task has been
very challenging in doped nanostructures, because their
large surface-to-volume ratios mean that interface traps
significantly reduce the effective carrier density [14],
while simultaneously making that carrier density difficult
to measure.

For the gated nanoribbon we consider here, the carrier
density of interest is the two-dimensional sheet density ns .
To determine ns , we first perform Hall measurements as a
function of Vg on a very wide ribbon (W  L ¼ 50 m 
500 m), patterned on SOI with a thickness the same as
the nanoribbon to within 1 nm [Fig. 3(a)]. The measured
hole mobility is close to that of bulk MOSFETs [15,16],
and it is nearly constant as a function of gate voltage, which
is indicative of the relatively low importance of surfaceroughness scattering for hole transport in this density
range [17]. The temperature dependence of the hole mobility, shown in the inset to Fig. 3(a), implies that phonon
scattering dominates transport in this regime [18].
Because the threshold voltage Vth will differ for the wide
ribbon and the nanoribbon, due to traps and fixed charge
in the ribbon faces [19,20], we determine the threshold
difference Vth ¼ 14 V between the nanoribbon and the
wide ribbon from the shift in the transconductance, as
shown in Fig. 3(b). In the above-threshold linear regime,
the sheet density ns is linearly proportional to the gate
voltage: ns ¼ Cox ðVg  Vth Þ=q, and the results of this
mapping are shown on the bottom axis in Fig. 2. This
method is most accurate in the linear regime above threshold, which includes the majority of the gate voltage range
presented here.
In order to understand the large thermopower and power
factor measured here, we perform calculations of the total
thermopower, including both charge diffusion and phonon
drag. The expression for the diffusion thermopower Sd is
derived from the 2D Boltzmann transport equation (BTE)
under the effective-mass and relaxation time approximations (RTA). At a temperature T, the conductivity  and the
diffusion thermopower Sd are given by [21]
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FIG. 2 (color). Thermopower of holes in a gated silicon nanoribbon as a function of ns and Vg at T ¼ 300 K (red), 200 K
(black), and T ¼ 100 K (blue). Symbols are the measurement;
the curves are calculated values (dashed line: diffusion thermopower only, solid line: diffusion and phonon-drag thermopowers
combined). During the measurement, the temperature difference
4T induced across the nanoribbon is typically below 2 K, and
the thermoelectric voltage is measured using a nanovoltmeter
with input impedance exceeding 10 G . The contribution from
the nickel electrodes [30] is subtracted from the results, and it is
less than 5% of the total thermopower in all cases.
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FIG. 3 (color). Characterization of hole sheet density ns and
mobility . (a) ns and  as a function of the gate voltage,
obtained from Hall measurements on a wide ribbon (W  L ¼
50 m  500 m). Inset: Hole mobility as a function of temperature at Vg ¼ 55 V. (b) Black curves: Id  Vg characteristics of the nanoribbon and the 50 m-wide ribbon, both at a
source-drain voltage of 1 V. Blue curves: transconductance gm .
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FIG. 4 (color). Power factor S2 =. (a) Solid symbols show the
power factor at T ¼ 300 (red), 200 (black), and 100 K (blue). Solid
curves show the total calculated power factor, including both
diffusion and phonon-drag components. Inset: mobility  as a
function of ns ; solid lines: calculation; dashed lines: linear fit.
(b) S2 = as a function of the effective three-dimensional hole
density neff at T ¼ 300 K for four cases. Dashed black: doped
nanoribbon of thickness 20 nm. Dashed blue: doped nanoribbon of
thickness 2 nm. Solid blue: doped nanoribbon of thickness 2 nm
with ionized impurity scattering (IIS) removed from the calculation. Solid red: gated nanoribbon corresponding to the experiment. For the cases with doping, neff ¼ NA ; for the gated
nanoribbon, neff ¼ ns =w, where w is the effective thickness of
the inversion layers, as described in the text.
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Here, f0 ðEÞ is the Fermi-Dirac distribution function, and
EF is the Fermi level. Ei is the energy of the bottom of
subband i in valley , gi ðEÞ is the density of states, and
i ðEÞ is the relaxation time of a hole with effective mass
mi and kinetic energy E in that subband. The subband
energies and wave functions were calculated by solving the
Schrödinger and Poisson equations self-consistently [22].
1=i ðEÞ, the scattering rate, is a sum of the rates due to all
the important scattering mechanisms: acoustic phonons,
optical phonons, surface roughness, and charged interface
traps [23–25]. A root-mean-square surface roughness of
0.15 nm is used in the calculations. An acoustic-phonon
deformation potential of 14 eV gives the best agreement
with measured mobility.
The phonon-drag contribution to the thermopower, Sph ,
arises from hole-phonon scattering in the presence of net
flux of phonons from hot to cold. It is calculated from the
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fraction  of the total hole scattering rate that corresponds
to hole-acoustic-phonon scattering, the average velocity
and mean free path of acoustic phonons ( ph and ph ,
respectively), and the mobility of holes  [26]:
 ph ph
:
(3)
Sph ¼
T
Because the hole mobility in inversion layers is
largely phonon limited up to very high densities [17] [see
Fig. 3(a)], we assume  ¼ 1.
Figure 2 shows the calculations of the thermopower at
the same three temperatures for which data are presented.
The dashed curves are the diffusion thermopower alone,
whereas the solid curves are the sum of the diffusion and
phonon-drag thermopowers. The agreement between experiment and theory is very good, especially at higher
carrier densities where the calibration between Vg and ns
is most accurate. The diffusion thermopower decreases as
ns increases, following an approximate 1=ns trend. The
phonon-drag contribution, the difference between the solid
and dashed curves, is roughly 8.3% of total at 300 K, and it
is up to 46% of total at 100 K. This increase in importance
of phonon drag at lower temperature is caused by the
increase in the phonon mean free path with decreasing
temperature.
Figure 4(a) shows the power factor S2 = of the nanoribbon as a function of sheet density and gate voltage. We
use the calculated thickness of the hole inversion layer,
which we obtain from the full-width at half-maximum of
the charge density profile, to convert the 2D sheet resistance
into a resistivity . The power factor increases significantly
with increasing carrier concentration. At T ¼ 100 K, phonon drag makes a significant contribution to the power
factor. This contribution is most significant at high density,
because Sph does not decrease with increasing ns . Thus,
thanks to the near independence of Sph on ns , by increasing
ns one can decrease  while still maintaining a sizable
S ¼ Sd þ Sph , resulting in a large power factor S2 =.
To understand the increase in power factor at higher
temperatures, we perform calculations of the power factor
in a series of ribbons, varying several essential parameters
one at a time. In Fig. 4(b), the dashed black line shows
S2 = for an ungated 20 nm-thick nanoribbon. The charge
density is assumed to arise from doping, and we include
scattering with the ionized dopant atoms when calculating
the mobility . The power factor peaks around neff  1 
1019 cm3 , and it falls off at higher densities as dopant
scattering reduces the mobility. The dashed black curve
is similar to that expected for bulk and provides a baseline
for comparison.
The dashed blue curve in Fig. 4(b) shows an identical
calculation, but with the ribbon thickness reduced to 2 nm,
approximately equal to the thickness of the inversion layer
for the data presented here. The power factor is significantly larger, because of the beneficial effects of quantum
confinement [12,27]. However, dopant scattering still
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causes a reduction in mobility at higher doping densities.
The solid blue curve shows the result of removing dopant
scattering ‘‘by hand,’’ something that can only be done
using theory; the result is another significant step up in the
power factor. In a real physical system, providing a carrier
density without dopants requires a gate, and the calculation
corresponding to such a situation is shown as the red line,
which is a good match with the points for the gated
nanoribbon.
The power factor of the gated nanoribbon is higher than
that reported for heavily doped silicon nanowires [11],
which do not achieve values as high as those in Fig. 4(a),
even at nominal dopant densities that far exceed the nanoribbon effective carrier density range studied here. We
believe that interface traps make the actual charge density
in such wires far lower than expected from the nominal
dopant density. Further, the mobility is suppressed because
the density of scattering centers far exceeds the density of
free carriers, suppressing the power factor even more. In
contrast, gate tuning offers control of the carrier density in
nanostructures in a way that does not significantly affect
scattering rates.
To summarize, we have presented measurements and
calculations of the hole thermopower and power factor in

gated silicon ½110=ð110Þ
nanoribbons. With increasing
sheet density, tuned by a back gate, the power factor of
the nanoribbons is significantly enhanced, because of the
combined effects of quantum confinement, a hole mobility
that does not decrease with increasing carrier density, and
(especially at low T) phonon drag. We have used an
essentially metallic gate to demonstrate such enhancements and to facilitate understanding and comparison to
theory. In a practical system, recent advances such as
surface transfer doping [14,28,29] could be used to provide
carriers, in place of either bulk doping or a metallic gate,
and in analogy with the field effect of a gate. Critically,
such surface transfer doping will also produce a large
electric field between the surface and the carriers in the
interior of a nanowire, and thus the benefits of quantum
confinement are expected to remain in such an approach.
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